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General Features
* Heavy Duty Diamond Polished Cast Aluminum Basket
* High Energry Double Stacked 200oz. Strontium Magnet Structure
* Dual Impedance Black Anodized Former With EISV Voice Coil 
* Poly Cotton Spider With Woven Round Tinsel Leads
* Semi Pressed Paper Cone 
* Custom Tooled Tall/Narrow Foam Edge
* V-Shape Weaved Glassfiber Center Dustcap
* Custom Tooled Rubber Gasket
* Custom Tooled Bottom Plate To Insure Noise Free Ventilation 
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For More Customized Box Volume Specifications
Please visit www.massiveaudio.com

Mounting Depth (A)
Mounting Diamter (B)
Mounting cut diameter (C)
Net weight (Lb)
Displa cment (ft3)

TORO 12 TORO 15TORO 10
6.9 in.

25.1 27.026.2

6.5 in. 8.3 in.
11.0 in. 12.6 in. 15.6 in.
9.4 in. 11.0 in 13.9 in

0.154 0.187 0.276
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CONFIGURATION

2.8V SPL dB

DuaI 4 Ohm

Individual

Individual

Parallel

Parallel

Series

Series

DuaI 2 Ohm

Individual

Individual

Parallel

Parallel

Series

Series

DuaI 4 Ohm

Individual

Individual

Parallel

Parallel

Series

Series

DuaI 4 Ohm

Individual

Individual

Parallel

Parallel

Series

Series

TORO 104 TORO 124 TORO 154TORO 122

41.803
7.824

177.622
36.66
12.6
18.9
215

0.0363
0.457

1.228
3.6

0.6826
13.827

500

0.726
0.123
82.9
86.5

0.575
1.8

0.7196
14.531
1000

0.407
0.249
86.0
92.6

0.697
7.2

3.311
26.641
1000

0.517
0.199
85.0
85.6

1.126
3.6

0.636
14.56
500

0.715
0.177
84.5
88.0

0.53
1.8

0.639
15.376
1000

0.392
0.351
87.4
94.0

0.467
7.2

3.004
29.144
1000

0.476
0.282
86.5
87.1

47.8
1.957

50.201
18.886

220.888
33.9
12.6
18.9
256

0.0515 
0.65

45.0
1.708

62.387
23.47

197.977
33.0
9.5

14.25
256

0.0515
0.489

35.7
2.046

64.964
59.668

304.302
33.45
12.6
18.9
320

0.0804 
1.013

0.978
1.8

0.38457
10.183

500

0.622
0.216
85.4
92.0

0.444
0.9

0.3784
10.824
1000

0.328
0.457
88.6
98.3

0.567
3.6
1.7

19.696
1000

0.448
0.329
87.2
90.8

1.422
3.6

0.6268
13.162

500

0.839
0.186
84.7
88.3

0.684
1.8

0.6198
13.72
1000

0.489
0.364
87.6
94.2

0.804
7.2

2.898
25.909
1000

0.596
0.290
86.6
87.3

H

W

D

H

W

D

* AII measurments are in inches.
* AII measurments are rounded for ease of fabrication.

Sealed Volume (Ft3)
F3 (HZ)
Hight (H)
Width (W)
Depth (D)

Single Sub Enclosure

Ported Volume (Ft3)
Hight (h)

Width (W)
Depth (D)

Tuning (Hz)
F3 (Hz)

Port Diame ter (in)
Port length (in)

Number of Ports

Dual Sub Enclosure
TORO122 TORO154TORO124TORO104

0.75

14

1

14
14
14

1

14
14
14

46
12
12

45 45
1.8

18
16
16
41

12
17
14
46
34
4

12
1

1

1.5

12

2

15
25
14

2

15
25
14

46
11
21

45 45
3.2

16
32
16
42

14
16

17.5
43
32
4
9
1

1.5
14
16

17.5
43
33
4
9
1

1.5
16
26
22
36
30
4

10
2

3.5
14
30
18
43
33
4
8
2

3
18
38
23
36
30
4

10
4

7
11
25
21
43

31.5
4
8
2

3
14
30
18
42
31
4
9
2

3

TORO122 TORO154TORO124TORO104
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13.9 in

TORO 15
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12.6 in.

11.0 in.

TORO 12
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